Aussie Monsoon 400 & 400 Maxi

No operator certification required

SPARES BREAKDOWN

NOV 2024




Aussie Pumps NOV 2024
PARTS IDENTIFICATION

C
Use pump model to identify your machine
Model Stock Code Motor Pump Model Pump Pressure EWP Flow rate Pump rpm
(psi) (lom)
Monsoon Scud 400 ABMONSS400 7.5kW, IP56 TTL 1330 4000 6785 13 1450
Monsoon Scud 400 Maxi A ABMONSS400M-A 11 kW, IP56 TTL 2028 4000 6485 20 1450
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NOV 2024 Aussie Pumps
REPLACEMENT PARTS

Monsoon Monsoon List price

Pos. PartNo Description 400 400M (EX GST)
Frame
a|armavEsswONLRG stamesssieelFrame || v | Sy |
Wheel
A400016-HD 13" Wheel v v $82
¢ ACAP16MM Wheel cap 4 4 $4
o pumpkits .
5 BTTL1330KIT Complete pump kit includes (D1-D5) 4 $2,557
BTTL2028KIT Complete pump kit includes (D1-D5) v $2,639
L eamps
b1 BTTL1330 Bertolini pump ( 4000 psi, 13 Ipm) 4 $2,298
BTTL2028 Bertolini pump ( 4000 psi, 20 Ipm) 4 $2,389

Unloaders

Thermal Dump Valve

MPA60063070 Thermal Dump Valve 1/2”

Gauge
AGCDR0102 6,000 psi Pressure Gauge
Strainer
Switch
ASWITCHASSY20A3 On/Off Switch v $572
ASWITCHASSY25A3 On/Off Switch v $981
A140060T002 Motor 7.5KW v $1,882
A140060T020 Motor 12.5KW v | $2503
D4 D
D2
D3
D5
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Aussie Pumps NOV 2024

ACCESSORIES
- Monsoon Monsoon List price
Pos. Part No Description 400 400M (EX GST)
Lance & Nozzles
E |C3924.01 Double Lance 4 4 $124
Not C915030M Hp Nozzle (15° ANGLE, TIP SIZE 30) 4 $28
o
Shown|C915050M HP Nozzle (15° angle, Tip Size 50) v $28
C915500MSS LP Detergent Nozzle v 4 $28
Gun
Hose
H | AP-SAFETYGLASSES Safety eyewear (Aussie Speedies) 4 4 $10
AHRBARSSMONLRG Mounting Bar v v $249
G
H
F
E
List price
BLACK HOSE REEL REPLACEMENT PARTS (EX GST) L
L | ADHR40100D ]gi)tg[)er?jplete hose reel with 30m hose $1.009 | L1
L1 AGP2103051 Swivel $124
AGP2100278 Swivel repair kit $32 L2
L2 | AGP100056 Replacement handle $19
L3 AGP2702035 Whip hose $55
L4 | AHWO6M22X2X30 |Replacement 30m hose $640
shor | AGP2100530 Locking pin $16

L4

STAINLESS STEEL HOSE REEL REPLACEMENT PARTS L('E;F’Grgj L

Complete hose reel with 30m hose

L [A134SS/30MBPH fitted (R2, M22 couplings) $1,460 g

L1 AD MNRS134 Swivel $144
AD MNRRK Swivel seal kit $38 L2

L2 | AD MNRH Replacement handle $49
L3 | AR206FB6FB6PT1.3 |Whip hose (1.3m) $48 L3

L4 | AHWO6M22X2X30 |Replacement 30m hose $640

shit | AD MNR PL Locking pin $35

L4
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NOV 2024 Aussie Pumps

PUMP PARTS TTL1330 & 2028 (Monsoon 400 & 400 Maxi)

From 07/15
From Serial no.15070568

12

List price
Kit No. Part No. Description
127 BKIT127 Full Oil seal & Sight Glass kit $161
123 BKIT123 Valve Kit $163
309 BKIT309 Seal Kit Minor $278
310 BKIT310 Seal Kit Major $550
37 BKIT37 Qil Seal Kit $68
67 BKIT67 Valve cap kit $180
B060019322 | Qil Sight Glass $35
B060020322 | Qil Filler Blug $20
B318870973 | Gearbox $1,087
B060055182 Ceramic Piston dia. 18 mm $151

Need guidance on servicing your Bertolini high pressure pump?

Down-load your copy of the Aussie Bertolini Service guidelines (scan QR code
or click on image)

Order the right part first time ...
specify the pump model number when ordering parts.
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https://aussiepumps.com.au/PDF/spares/AussieManualsForRelease/API_Bertolini_Service_Fundamentals_2020_sml.pdf
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Aussie Pumps NOV 2024
PUMP PARTS TTL1330 & 2028 (Monsoon 400 & 400 Maxi)
Position Part Number Description Qty List Price
1 B060158282 PUMP HEAD 1 $1,782
2 B060001092 PUMPS CRANKCASE 1 $504
3 B060016092 BEARING COVER DIA.72 1 $52
4 B060017092 BEARING COVER DIA.80 MM 1 $58
5 B060003092 CRANKCASE COVER 1 $95
6 B069800972 CONNECTING ROD 3 $97
6 B862796002 CONNECTING ROD BOLT 6 $98
7 B060065512 PLUNGER ROD 3 5162
8 B060007492 PISTON PIN DIA.15 MM 3 518
9-1 B060162262 CRANKSHAFT TTL1330 1 5722
9-2 B060163262 CRANKSHAFT TTL 1530 1 5722
9-3 B060164262 CRANKSHAFT TTL 1730 1 $722
9-4 B060165262 CRANKSHAFT KTV 2030 1 $722
10 B060055182 CERAMIC PISTON DIA.18 MM 3 $151
11-kit 67 B070040532 VALVE CAP 6 -
12 kit 127 B060019322 OIL SIGHT GLASS 1 $35
14 B060123612 SHEET FOR OIL SIGHT LOCKING 1 $17
16-kit 123 B069846973 CHECK VALVES 6 -
17-kit 310 B060216532 BACK GLAND DIA.18 MM 3 -
18-kit 309-310 B802061502 THRUST RING DIA.18 3 -
19-kit 310 B060215532 FRONT GLAND 3 -
21 B801099002 CIRCLIP DIA.15 6 S4
22 B806534002 TAB 8X7X35 1 S7
23-kit 127 B803210902 O-RING DIA.2,62X152 1 -
24-kit 127 B803210552 O-RING DIA.2,62X67,95 1 -
25-kit 127 B803210642 O-RING DIA.2,62X75,87 1 -
26-kit 309-310 B803080202 O-RING DIA.1,78X37,82 3 -
27-kit 67 B803182802 O-RING DIA.2,62X17,13 6 -
28-kit 123 B803182802 O-RING DIA.2,62X17,13 6 -
29 B824109002 COPPER GASKET DIA.17X22X1 1 S5
30 B824180002 GASKET DIA.27X36X1 1 S5
31-kit 127 B803204802 O-RING DIA.2,62X23,81 1 -
32 B803055002 O-RING DIA.1,78X10,82 3 S5
33 B803912002 ANTI-EXTRUSION RING 3 S9
34 - kit 127 B802143002 OIL SEAL 3 -
35-kit 37 - 127 B802090002 OIL SEAL DIA.17 3 -
36-kit 309-310 B802061602 SUPER "U" PACKING DIA.18X28 3 -
37-kit 309-310 B060085322 ANTI EXTRUSION RING 3 -
40 B843826002 WASHER DIA.11X38X0,5 3 S4
41 B843655002 WASHER 3 S5
42 B060073512 PISTON BOLT 3 $9
43 B812848002 ROLLER BEARING DIA.35X72X17 1 5178
44 B812870002 ROLLER BEARING DIA.35X80X21 1 5228
45 B852687002 CAP G 3/4 1 $35
46 B852579002 PLUG G 3/4" 1 S9
47 B852693002 PLUG G.3/4" 1 $27
48 B060020322 OIL FILLER PLUG WITH DIP STICK 1 $20
49 B862108002 BOLT 4 S5
50 B863265002 BOLT 4 S5
51 B862562002 BOLT 4 S5
52 B862945002 BOLT 8 S6
53 B804300002 SELF-LUBRICATING BUSHING 3 $30
54-kit 127 B803265002 OIL SEAL DIA 3,53X46,01 1 -
55-kit 309-310 B802300102 "U" PACKING DIA. 18x26 3 -
56-kit 309-310 B802300202 SCRAPER RING DIA.18 3 -
B069883973 KIT 199 PACKING FOR HOT WATER 21 $1,074
B069956973 KIT 249 HW VALVE KIT 18 $228
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NOV 2024 Aussie Pumps

TROUBLE SHOOTING GUIDE

FAULT

Pump running normally but
pressure low on
installation

CAUSE
Pump sucking air

Valves sticking

Unloader valve seat faulty
Nozzle incorrectly sized
Worn piston packing

REMEDY

Check water supply and possibility of air
ingress.

Check and clean or replace if necessary
Check and replace
Check and replace
Check and replace

Fluctuating Pressure

Valves worn
Valves blocked
Pump sucking air

Worn piston packing

Check and replace

Check and replace

Check water supply and air ingress at joints
in suction line

Check and replace

Pressure low after period
of normal use

Nozzle worn

Check valves worn
Check valves blocked
Unloader valve seat worn
Worn piston packing

Pistons cracked as a result of dry running

Check and replace
Check and replace
Check and clean

Check and replace
Check and replace

Replace pistons

Pump Noisy

Air in suction

Broken or weak suction or delivery valve
spring

Foreign matter in valves

Worn bearing

Excessive temperature of liquid

Check water supply and connections on
suction line
Check and replace

Check and clean
Check and replace
Reduce temperature

Presence of water in oil

Oil seal worn
High humidity in air
Piston packing worn

Check and replace
Check and change oil twice as often
Check and replace

Water dripping below
pump

Piston packing worn
O.R plunger retainer worn

Check and replace
Check and replace

Oil Dripping

Travel plug in use on pump
Oil seal worn

Replace with breather plug
Check and replace if necessary

Unloader switches
repeatedly when gun is off

Leaking gun and/or pressure pipe.
Leaky sleeve
Worn out kick-back valve body

Leaky seals

Renew gun, seal pressure pipe

Renew sleeve

Check and renew as necessary kick-back
valve plate and seat

Renew seals

Leaky piston rod

Defective O-Ring/Support Ring

Renew piston rod seals and examine
surfaces in guide case

Leaky by-pass at nominal
pressure

Nozzle too small, too much water.
Worn out by-pass valves

Install larger nozzle
Examine and renew as necessary

Pressure gauge shows
high pressure fluctuations
when shutting off gun

Valve set too high above operating
pressure
Dirty valve

Adjust the unloader at the operating
pressure.

Clean valve (removing lime deposits etc).
Grease parts before installing.

Pressure in supply line
when running on by-pass

Dirty or worn low pressure valves

Remove & clean or replace low pressure
valves

Motor hums when
switched on but does not
start

Main voltage too low
Spray gun not activated
Cross section of extension lead too small

Check electrical connection
Activate spray gun when switching on
Use correct dimension extension lead

(all prices in AUD, exclude GST, ex works Sydney)
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Aussie Pumps

NOV 2024

WARNINGS

OVERSPEEDING
Do not operate machine over maximum
rom. Over speeding can cause serious
pump damage.

EXCESSIVE BYPASS
Do not run on excessive by-pass. Switch
machine off within five minutes of ceasing
operation as excessive by-pass can cause
heat build up in pump and subsequent
damage.
Excessive bypass running voids warranty.

PRESSURE CLEANER DAILY CHECK LIST

Check pump oil level
Check pump oil is clear (not milky). If not
pump service required
Check nozzle for wear
Check all high pressure components for
leaks:

gun/lance

HP hose

all fittings
Check water filter and clean regularly
Check unloader, safety valve and thermal
dump for leaks

BEWARE of abrasions on hose and replace

if damaged ... STAY SAFE

HIGH PRESSURE SETTING

The high pressure pump is factory set to
operate at its rated pressure. DO NOT
ADJUST.

Tampering with the pressure regulator will
void warranty and can be DANGEROUS.

CHECK NOZZLE MONTHLY

If pressure drops off check nozzle for wear.
Nozzles should be replaced on a regular
basis (every month for machines in regular
use, every three months for machines used
intermittently).

Using the machine with the incorrect nozzle
size or worn nozzle will void warranty and
can be DANGEROUS to the operator.

THREE MONTHLY REGULAR SERVICE

All professional machines need to be
thoroughly serviced every three months. The
service involved should include the following;
Change pump oil after first 50 hours and
then every 200 hours of service or every 6
months
Check filter for foreign debris
Check unloader, safety valve and thermal
dump for leaks
Check all HP components for leaks: Gun/
lance, HP hose and all fittings
Replace nozzles
Check motor/pump key for wear. Replace if
worn.

Aussie HP Accessories ... making light work of cleaning chores

Australian Pump Industries Pty Ltd
8 Solent Circuit, Norwest NSW 2153
Ph: (02) 8865 3500
www.aussiepumps.com.au info@aussiepumps.com.au
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